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Model: X5105 1.0

H-Port 10G
Desktop Switch

Datasheet



Highlights Package Content

A 5-port 10 Gbps switch built for demanding workloads, ideal e XS5105

for real-time video editing, scientific computing, and high-

performance NAS, delivering enterprise-grade switching e Power Cord
capability. e Installation Guide

e bx 10GbE

e Fanless and Silent Cooling

e Mounting Kit

e Desktop, Rack-Mount
e Metal Casing
e 220x162x44 mm (8.66x6.34x1.73")
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Specifications

Model Version XS1051.0

Interfaces 10G RJ45 Ports

5

Ethernet Notes

10G RJ45 supports
10G/5G/2.5G/1G/100M/10M
speeds.

Shielded RJ45 Port

Buttons and LEDs LED

e Power
e Speed/Link/Act of Each
Ethernet Port

Performance Max Forwarding Rate 74.4 Mpps
Jumbo Frame 12 KB
Packet Buffer 12 Mbit
Power Power Input Type AC Inlet
Basic Power Saving
Power Methods AC
Power Input 100-240V~ 50/60Hz
Max Power Consumption 20W
Idle Power Consumption 7.6W
Switching 802.3 Protocols e 802.3x Flow Control

¢ 802.3i 10BASE-T

e 802.3u 100BASE-TX

e 802.3ab 1000BASE-T

e 802.3bz 2.5GBASE-T and
5GBASE-T

e 802.3an 10GBASE-T

Performance Max Copper Speed and e Cat. 5 or higher cable: 100

Distance meters at 100 Mbps
e Cat. be or higher cable: 100
meters at 2.5 Gbps
e Cat. 6: 55 meters at 10 Gbps
e Cat. 6A or higher cable: 100
meters at 10 Gbps

MAC Address Table 16384

VLANSs 4096

Max Switching Capacity 100 Gbps
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Specifications

Switching Ethernet

e Full Duplex

e Half Duplex (CSMA/CD)
e Auto-Negotiation

e Auto MDI/MDIX

Forwarding Method

Store-and-Forward

Reliability MTBF

>200,000 h

Grounding Methods

e Three-Prong Plug
e Grounding Point

Mechanical

Physical Security

1x Kensington Security Slot

Dimension

220x162x44 mm
8.66x6.38%x1.73 inches

EMS

IEC/EN 61000-4-2, Level 2
ESD: Contact: 4kV; Air: 8kV
IEC/EN 61000-4-5, Level 4
Surge: CM 4kV; DM 4kV; RJ45:
CM okV

Casing Material Metal
Installation e Desktop
e Rackmount via Brackets
e Wall-mount
Package Content e XS105

e Power Cord
e Installation Guide
e Mounting Kit

Environment

Operating Temperature: 0 C ~
40 C (32 °FF ~104 °T)

Storage Temperature: -40 C ~
75 °C (-40 °F ~ 167 °T)
Operating Humidity: 0% ~
100% non-condensing
Storage Humidity: 10% ~ 95%
non-condensing
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